
Explore the sophistication and practicality of
our Pitched Roof Skylights. These skylights, with
their elegant design and adaptable features,
are ideal for various architectural styles.
Boasting an impressive U Value of 0.9 W/m²K
and a G Value of 58%, they are designed to
maximize natural light, enriching your space
while integrating flawlessly with its design

PITCHED ROOF
SKYLIGHTS

B E N E F I T S : G L A S S  P E R F O R M A N C E :

Light properties - EN 410 
Light transmittance : τv [%] 72 

External light reflection : ρv [%] 17 

Internal light reflection : ρvi [%] 17 

Colour rendering index : Ra [%] 97

Triple Glazed
Innovative Design
Energy Efficient
Durable and Resistant
Self-cleaning Glass
Nationwide Delivery
More than 38 sizes in stock
Manufactured in EU

saris-extensions.co.uk

Thermal properties - EN 673 
Thermal transmittance

(vertical glazing) : U value

[W/(m².K)] 0.9

Acoustic properties
Direct airborne sound

reduction - EN 12758 : Rw

(C;Ctr) [dB] 1 39 (-2;-7)

Thickness and weight
Nominal thickness : [mm] 50.8 

Weight : [kg/m²] 46

Safety properties
Resistance to fire - EN 13501-2 NPD 

Reaction to fire - EN 13501-1 NPD 

Bullet resistance - EN 1063 NPD 

Burglar resistance - EN 356 P2A 

Pendulum body impact resistance - EN 12600 1C2 / 1C3 / 1B1 

Explosion resistance - EN 13541 NPD

Energy properties - EN 410 
Total solar energy transmittance : g [%] 57 

External energy reflection : ρe [%] 27 

Internal energy reflection : ρei [%] 24 

Direct energy transmission : τe [%] 45 

Energy absorption glass 1 : αe1 [%] 10 

Energy absorption glass 2 : αe2 [%] 6 

Energy absorption glass 3 : αe3 [%] 12 

Total energy absorption : αe [%] 28 

Shading coefficient : SC 0.66 

UV transmission : τuv [%] 0 

Selectivity 1.26

https://saris-extensions.co.uk/

